
A Fence for All Applications
Strength • Elegance • Beauty

Supreme Quality

Timeless Design

The Perfect Accent

EO54200-BK



Sizes and Technical Specifications
Posts: 2” sq.  x  .060” wall
Gate Posts: 2” sq.  x  .125” wall
Rails Top Wall: 1” sq.  x  .060” wall
Rails Side Wall: 1” (OV 1-1/2”) x .082” wall
Pickets: 5/8” sq. (OV 3/4”) x .050” wall
Picket Spacing: 3-15/16”
Heights: 48” and 54”
Colors: Black(BK) and Bronze(BZ)

Materials:
Posts and Rails: 6061 T6 Aluminum Alloy
Pickets: 6063 T5 Aluminum Alloy
DuPont Powder Coating

Gates:
• Gate frames are welded and pickets 

are also welded at cross members  
for added strength

• Top and bottom rails match  
fence sections

• Uprights are 1-5/8” x .125”  
wall thickness

• Order matching 48” wide walk gate  
or 60” wide for double drive gate

• 48” wide accent gates available for 
each style (shown right) 

In Stock Items

No Wait
Call Your

Fence Professional

to Arrange Installation

QuickShip®

www.EasternFence.com
“Suppliers to the Trade Only”

Supreme Quality

Timeless Design

The Perfect Accent

EO54202-BK            Shown with Accent Gate, 4” Posts and Ball Caps

EO54200-BK    w/Matching Gate EO4OV-BK

EO4101-BK          With Ball CapsEO4200-BK EO4202-BK      With Accent Gate
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